Abstract : In this study, a new type floating breakwater was proposed to improve the capability of wave attenuation compared with the existing floating breakwater in Wonjun Port, which is located in Masan City, Korea. In order to develop the optimal design, many different configurations considering the shape and location of vertical barrier and horizontal plate were examined based on the shape of existing floating breakwaters in Wonjun and Tongyeong Port. The analytical and numerical results of the new type floating breakwater showed better performance in long-period wave attenuation than the existing floating breakwater in Wonjun. Therefore, the new type floating breakwater can improve harbor tranquility in Wonjun Port. 
감쇠파영역에는 유속에 비례하는 저항이 작용하는 가상적 인 유체가 설정되어 있는 것으로 하면 그의 선형운동방정식
은 다음의 식으로 표현될 수 있다 (Sollitt et al., 1972; 김 등, 1997; 中村 등, 1999) .
(1)
surface boundary condition on the fixed structure:
free water surface boundary condition: (m = 1,2,3)
여기서,
여기서, R B 는 부체의 대표길이를 나타낸다. 
여기서, 아랫첨자 α (= 1, 2, 3)는 운동모드를 나타낸다. 그리고, 식(14)의 우변 제1항은 정적평형시의 부방파제에 작 용하는 파강제력을, 제2항은 동유체력을 나타내며, 이를 각각
G는 식(17)과 같이 주어진다 (中村 등, 1982; 1996) . (日本海事協會,1983) .
(1) 불완전 catenary계류 이의 경우에 스프링상수는 다음과 같이 주어질 수 있다. 따라서, φ S 는 다음의 경계적분식으로 구해진다. Isaacson, 1978) . (29) 여기서, 은 0차제1종Hankel함수이다. 
